Lubrifianti/chimicale
Mmentenanta Die Casting

Die Casting Release Agents

Status Quo

Successful build-up of a release film only occurs in a narrow temperature range

Die too cold: Lube runs Right temperature for Die too hot: Steam
down without build-up of a g P barrier prevents build-
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Spray Rubio Clean 2002 — degresant cu evaporare rapida sau vrac 20 It

!

Spray vaselina aderenta pana in 150 grade — Rubio Superhaftfett
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Spray Lant cu Mos 2

. . dietoocold _ e soppe e to0 hot Spray Contact
Chimicale
Leidenfrost-effect Spray PTFE

proces -
. . . . Demulant matrita Ulei de piston : Spray Degripant cu Mos 2
I njectle Dle —gama diversificata cu grafit, sintetic

= de produse fara grafit Spray Cupru
Castl ng (Trennex) (Trennex)

Spray Silicon

Pasta galbena ceara
Trennex 3828 — se poate
folosi exact ca si ALSI, doar
aceasta este fara pigment

- contine acid (Trennex)

Ceara pentru piston :
alba fara grafit, neagra
cu grafit — diferite
dimensiuni granulatie
(Trennex)

Pasta neagra Matrita

— Trennex ALSI — foloseste
la start proces productie
sau cand sunt pauze in
productie (Trennex)

Vaselina multifunctionala , la cartus, sau recipient mai mare(18 kg)

Vaseline lichide

Pasta cu diferite componente metalice : Cupru, Aluminiu Grafit, Sintetic, PTFE — pt temperaturi ridicate
Diuza sprayere Schutze
cu adaptor pentru sistem
Wollin (Microspray ere)

Pasta neagra pentru Sistem pentru aplicarea

matrite noi sau rectificate/ uleiului/respectiv Pasta de spalat pe maini

slefuite — Trennex AL — granulelor de ceara

pasta neagra (Trennex) pe piston (Trennex) Granule ansorbante ulei uzat

Covor/role absorbante ulei uzat

Ulei transfer termic : pentru
Solutie de curatat utilaje, masini industriala - superconcentrat : Triple spark sau Citrus Power

Lubrifianti pentru masini
turnare/productie

cresterea/scaderea temperaturii
in matrita(Boss Lubricantants

Ulei Hidraulic: HLP 46, sau
HLP 32, sau HLP 100
(Boss Lubricantants)

Ulei ghidaje liniare, ungere Ulei Transmisie industriala tip
centralizata : vascozitate 68, CLP : vascozitate : 150, 220 sau
150, 220, sau 460 460 (Boss Lubricantants)

(Boss Lubricantants)

Lubrifiant AquaGilicol ,de Pasta alba sintetica : Uleiuri speciale rezistente la

culaore Rosu/maroniu — Keramikpaste — pentru pinii temperature ridicate, pentru lanturi,

(Tag Chemicals) ejectori la matrita, sau spray conveioare ce parcurg trasee prin
antiseize - rezitent pana in cuptoare incalzite (Boss Lubricants)

1200 grade, sau pasta cupru pt.

temperaturi ridicate (Boss Lubricants)




